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NOTES:

1. OMIT PHASES 1+5, 2+5, AND 4+8 WHEN SWITCH AT i
FERMILAB IS THROWN AND GATE IS CLOSED. OMIT PHASES Er
3, 4 AT OTHER TIMES WHEN SWITCH IS OPEN. =

I

2. PHASES 145, 2+5 AND 4+8 MUST CLEAR BEFORE THEY CAN 1

REMOVAL OF EXISTING TRAFFIC SIGNAL EQUIPMENT

THE FOLLOWING ITEMS SHALL BE REMOVED BY THE CONTRACTOR AND SHALL BE DISPOSED
OF BY THEM OUTSIDE THE RIGHT-OF-WAY AT THEIR EXPENSE. THE SALVAGE VALUE OF THE
REMOVED EQUIPMENT SHALL BE REFLECTED IN THE CONTRACT BID PRICE.

EACH  TRAFFIC SIGNAL POST

EACH  SIGNAL HEAD, 3-SECTION

EACH  SIGNAL HEAD, 5-SECTION

EACH  TRAFFIC SIGNAL BACKPLATE

EACH  CONTROLLER AND CABINET (COMPLETE)
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REPLACE 14 FT. PAINTED POST, RE-USE EXISTING
TYPE A CONCRETE FOUNDATION

REPLACE 15 FT. PAINTED POST, RE-USE EXISTING
TYPE A CONCRETE FOUNDATION

REPLACE 16 FT. PAINTED POST, RE-USE EXISTING
TYPE A CONCRETE FOUNDATION

IL ROUTE 56
REPLACE 18 FT. PAINTED POST, RE-USE EXISTING
TYPE A CONCRETE FOUNDATION (BUTTERFIELD ROAD)

GATE CONTROLLER

RIGHT TURN OVERLAP
PHASE DESIGNATION

OVERLAP PERMISSIVE PROTECTED
LETTER PHASE PHASE

D = 8 + 1

BE OMITTED. |
3. PHASE 246 CANNOT CLEAR TO PHASES 145, 146 OR 2+5.
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TRAFFIC SIGNAL INSTALLATION
ELECTRICAL SERVICE REQUIREMENTS TOTAL
TYPE NO. LAMPS WATTAGE |, oocirron| WATTAGE
INCAND) LED 1* SCHEDULE OF QUANTITIES CABLE PLAN
SIGNAL (RED) 3 135 | 17 0.50 10.5 LADLE FLAlY
ITEM UNIT QUANTITY NOTE:
{ELLOW) 3 EERE 0:25 BL.25 THE TRAFFIC SIGNAL CONTROL
(CREEN) 3 0.25 8.75 MAINTENANCE OF EXISTING TRAFFIC SIGNAL INSTALLATION EACH 1 EQUIPMENT FOR THIS PROJECT
ARROW 3 1365 | 12 0.10 19.2
DTN ot 25 250 TRAFFIC SIGNAL POST, GALVANIZED STEEL 16 FT. EACH 4 SHALL BE “ECONOLITE” TO MATCH
CONTROLLER 1 100 100 1.00 100 SIGNAL HEAD, LED, 1-FACE, 3-SECTION, MAST-ARM MOUNTED EACH 4 THE EXISTING ADJACENT SYSTEM.
T-LUM. SION a4 505 SIGNAL HEAD, LED, 1-FACE, 5-SECTION, BRACKET MOUNTED EACH 3
SIGNAL HEAD, LED, 1-FACE, 5-SECTION, MAST-ARM MOUNTED EACH 2
SIGNAL HEAD, LED, 2-FACE, 5-SECTION, BRACKET MOUNTED EACH 1
SIGNAL HEAD, LED, 2-FACE, 1-3 SECTION, 1-5 SECTION, BRACKET MOUNTED EACH 1 TS* 6325
FLASHER 135 25 0.50 TRAFFIC SIGNAL BACKPLATE, LOUVERED, ALUMINUM EACH 6 AURORA
ENERGY COSTS TO: TOTAL = 359.7 REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT EACH 1
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